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Weighing   Crate 


HOW  TO  OBTAIN  WORKING  DRAWINGS 

Complete  working  drawing  may  be  obtained  through  your 
county  agent  or  from  ilt<  Extension  agricultural  engineer  at 
most  State  agricultural  colleges.  There  is  usually  a  small 
charge. 

ORDER  PLAN  \(>.  5877-WEIGHINC  CRATE  FOR  SHEEP 

If  working  drawings  of  thi*.  plan  are  not  availahle  in  your 
State,  write  to  the  I  .S.  Department  of  Agriculture,  \gricul- 
tural  Engineering  Research  Division,  Plant  Industry  Station, 
Beltaville,  Md.  The  I  s.  Department  of  Agriculture  does  not 
distribute  drawing*,  hut  hMI  direct  you  to  a  State  that  does 
distribute  ihcm 


This  light-weight  crate  clamps  to  a  portable  scale  for 
use  in  checking  performance  of  lambs  being  fattened. 
Performance  testing  is  a  valuable  guide  in  the  selection 
and  production  of  better  breeding  stock.  The  crate  may 
also  be  used  for  small  shipments  of  sheep,  or  for  sort- 
ing out  the  lambs  heavy  enough  for  shipment. 

The  entrance  gate  rotates  in  a  vertical  plane  so  the 
sheep  will  not  move  back  in  fright  when  it  is  opened. 
The  entrance  and  exit  gates  are  arranged  so  one  man 
can  operate  both  gates. 

Sheep  use  the  crate  more  readily  if  the  entrance  to 
the  crate  is  angled  to  hide  the  gate,  and  if  a  ramp 
is  placed  next  to  the  crate  so  the  sheep  do  not  have  to 
step  upward  to  climb  into  the  weighing  crate. 
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GENERAL    NOTES 

ASSEMBLE     CRATE   WITH     SCREWS    AND    BOLTS        USE  RUSTPROOF    FASTENING* 
ANO  OTHER   METAL    PARTS   WHERE   POSSIBLE 

ALL   WOODEN    PARTS   SHOULD  BE    THOROUGHLY   BRUSH-COATED   WITH  COPPER 
NAPTHENATE    AFTER    CUTTING 
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